<table>
<thead>
<tr>
<th>Board</th>
<th>Paper ID</th>
<th>DocID</th>
<th>Title</th>
<th>Author</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1.33</td>
<td>7321</td>
<td>Development of an ultra-compact capillary discharge soft x-ray laser</td>
<td>K. Aneesh*, S. Nigam, S. Barnwal,</td>
</tr>
<tr>
<td>2</td>
<td>1.34</td>
<td>7322</td>
<td>Excimer laser with Micro-Lens-Array (MLA) cavity beam homogenizer</td>
<td>N.S.Benerji and Bijendra Singh</td>
</tr>
<tr>
<td>3</td>
<td>1.35</td>
<td>7324</td>
<td>Diode pumped acousto-optic Q-switched Nd:GdVO$_4$ Laser at 912nm and its intracavity frequency doubling to generate deep blue light at 456nm:</td>
<td>A. J. Singh, S. K. Sharma, P. K. Gupta,</td>
</tr>
<tr>
<td>4</td>
<td>1.36</td>
<td>7326</td>
<td>Studies on intracavity frequency doubled Nd:GdVO$_4$ laser operating at 912nm with different doping concentration:</td>
<td>S. K. Sharma, A. J. Singh*,</td>
</tr>
<tr>
<td>5</td>
<td>1.37</td>
<td>7333</td>
<td>Performance characteristics of a 10Hz repetition rate three-stage optical parametric amplifier for chirped laser pulses;</td>
<td>R. K. Patidar*, A.K.Sharma, P. A. Naik, and P. D. Gupta</td>
</tr>
<tr>
<td>6</td>
<td>1.38</td>
<td>7334</td>
<td>Studies on the effect of injection beam pointing errors on the regenerative amplifier output;</td>
<td>R. K. Patidar*, A.K.Sharma,</td>
</tr>
<tr>
<td>7</td>
<td>1.39</td>
<td>7343</td>
<td>All fiber power amplification of flat top nanosecond pulses from all normal dispersion mode locked ytterbium doped fiber laser</td>
<td>C. P. Singh, P. K. Gupta, A. J. Singh, S. K. Sharma,</td>
</tr>
<tr>
<td>8</td>
<td>1.40</td>
<td>7344</td>
<td>Multi-flat top nanosecond pulses in a standing wave cavity of passively mode-locked Yb-doped fiber laser</td>
<td>C. P. Singh, P. K. Gupta, A. J. Singh</td>
</tr>
<tr>
<td>9</td>
<td>1.41</td>
<td>7347</td>
<td>Pseudo-conservative cavity coliton in VCSEL</td>
<td>Soumendu Jana*, Baldeep Kaur,</td>
</tr>
<tr>
<td>10</td>
<td>1.42</td>
<td>7348</td>
<td>Experimental studies on time multiplexed chirped pulse laser amplification;</td>
<td>J. Sharma*, D. Daiya, A. K. Sharma,</td>
</tr>
<tr>
<td>Poster Number</td>
<td>Time</td>
<td>ID</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>---------------</td>
<td>-------</td>
<td>------</td>
<td>-------------------------------------------------------------------------------------------------</td>
<td>---------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>11</td>
<td>1.43</td>
<td>7349</td>
<td>Development and characterization of a far field injection based four pass Nd:phosphate glass laser amplifier</td>
<td>D. Daiya*, J. Sharma, R. K. Patidar,</td>
</tr>
<tr>
<td>12</td>
<td>1.44</td>
<td>7365</td>
<td>In situ studies of fluorescence for understanding the performance of Neodymium glass amplifiers</td>
<td>A. Nair, A. Kumar, S. Jain, A. P. Kulkarni M. N. Kumbhare,</td>
</tr>
<tr>
<td>13</td>
<td>1.45</td>
<td>7380</td>
<td>Temperature distribution in an indigenously developed resistively heated high atomic beam source for CW RIMS</td>
<td>D. Biswal, S. Bhandari, D. Das, and G.K. Bhowmick</td>
</tr>
<tr>
<td>14</td>
<td>1.46</td>
<td>7385</td>
<td>Optimization of Parameters of a Terahertz Čerenkov Free-Electron Laser</td>
<td>Yashvir Kalkal and Vinit Kumar</td>
</tr>
<tr>
<td>15</td>
<td>1.47</td>
<td>7391</td>
<td>High Energy Actively Q-switched Pulsed MOPA at 1.064μm Using Large Core Active Fibers</td>
<td>Nishant Kumar Shekhar*, Sourav Das Chowdhury,</td>
</tr>
<tr>
<td>16</td>
<td>1.48</td>
<td>7392</td>
<td>Broadband Generation Due to Self-Pulsing Effect in Double Clad Yb-fiber Laser and Amplifier</td>
<td>Sourav Das Chowdhury, Nishant Kumar Shekhar,</td>
</tr>
<tr>
<td>17</td>
<td>3.33</td>
<td>7278</td>
<td>Oriented of KDP crystal along SHG type-II phase matching direction by solute feed based unidirectional growth technique,</td>
<td>S. K. Sharma*, Sunil Verma, Yeshpal Singh</td>
</tr>
<tr>
<td>18</td>
<td>3.34</td>
<td>7279</td>
<td>Growth of trans-stilbene single crystals from solution using acetone as solvent</td>
<td>S. K. Sharma*, Yeshpal Singh</td>
</tr>
<tr>
<td>19</td>
<td>3.35</td>
<td>7282</td>
<td>Influence of different optical schemes on volatile and non-volatile data storage properties of Fe, Mn doped Lithium Niobate crystal</td>
<td>Sunil Verma*, Vinoth V., S. Kar,</td>
</tr>
<tr>
<td>20</td>
<td>3.36</td>
<td>7285</td>
<td>Synthesis of TiO$_2$ nanoparticle films by CO$_2$ laser pyrolysis technique and effect of laser sintering on Anatase to Rutile transformation.</td>
<td>Jaishree Vyas, Shalmali Tiwari, Ekta Rani, Manoj Kumar,</td>
</tr>
<tr>
<td>No.</td>
<td>Session</td>
<td>Poster No.</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>---------</td>
<td>------------</td>
<td>----------------------------------------------------------------------</td>
<td>------------------------------------------------------------------------</td>
</tr>
<tr>
<td>22</td>
<td>3.38</td>
<td>7298</td>
<td>Refractive index investigations on Na_{0.5}Bi_{0.5}TiO_3 single crystal grown by flux growth method</td>
<td>Rachna Selvamani, Gurvinderjit Singh, Charu Sharma, A. Khakha, Geetanjali, A. Chatterjee</td>
</tr>
<tr>
<td>23</td>
<td>3.39</td>
<td>7302</td>
<td>Laser beam alignment using radiation hard GaAs quadrant p-i-n photodetector</td>
<td>Charu Sharma, A. Khakha, Geetanjali, A. Chatterjee</td>
</tr>
<tr>
<td>24</td>
<td>3.40</td>
<td>7313</td>
<td>A mathematical model to study the keyhole formation in pulsed Nd:YAG laser welding of SS 316L material.</td>
<td>Vijay Bhardwaj, Prabhat Kumar, Mahendra Bairwa, Rajpal Singh, Ritu Goyal, Gurvinderjit Singh, V. S. Tiwari and P. K. Gupta</td>
</tr>
<tr>
<td>27</td>
<td>3.43</td>
<td>7325</td>
<td>Temperature Dependent Refractive Index studies on Strontium Barium Niobate Single Crystal</td>
<td>R. Bhatt, P. Verma*, M. Soharab, Indranil Bhaumik, M. Soharab,</td>
</tr>
<tr>
<td>28</td>
<td>3.44</td>
<td>7330</td>
<td>Effect of Al doping on the crystal structure and band-gap of b-Ga_{2}O_{3} single crystal</td>
<td>Indranil Bhaumik, M. Soharab, S. Ganesamoorthy, R. Bhatt, Indranil Bhaumik,</td>
</tr>
<tr>
<td>29</td>
<td>3.45</td>
<td>7337</td>
<td>Effect of dopant concentration, VTE and poling on the optical absorption of Er doped congruent LiNbO_3 single crystal</td>
<td>S. Ganesamoorthy, R. Bhatt, Indranil Bhaumik,</td>
</tr>
<tr>
<td>No.</td>
<td>Time</td>
<td>Poster No.</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>-------</td>
<td>------------</td>
<td>----------------------------------------------------------------------</td>
<td>------------------------------------------------------------------------</td>
</tr>
<tr>
<td>30</td>
<td>3.46</td>
<td>7372</td>
<td>Modeling Saturation of Second Harmonic Generated in Si/Dielectric system: An Ultra-Sensitive Non-Invasive Metrological Tool</td>
<td>Binit Mallick¹, A.Chatterjee¹, G Setlur¹, V Koldyeav³, D. M. Fleetwood², N Tolk², R. D Schrimpf²</td>
</tr>
<tr>
<td>31</td>
<td>3.47</td>
<td>7373</td>
<td>Various aspects of gas phase synthesis of TiO₂ nanoparticles technique</td>
<td>Shalmali Tiwari, Jaishree Vyas, Manoj Kumar,</td>
</tr>
<tr>
<td>32</td>
<td>3.48</td>
<td>7388</td>
<td>Development of nanomaterial based saturable absorber using Molybdenum disulfide (MoS₂) for mode-locking and Q-switching applications</td>
<td>S.Sathiyan, V. Velmurugan and S.Sivabalan</td>
</tr>
<tr>
<td>33</td>
<td>4.21</td>
<td>7301</td>
<td>Trapping laser cooled ⁸⁷Rb atoms in a ring trap,</td>
<td>A Chakraborty, S. R. Mishra,</td>
</tr>
<tr>
<td>34</td>
<td>4.22</td>
<td>7311</td>
<td>Hydrothermal synthesis of Y₂O₃:Bi³⁺,Yb³⁺ Nanophosphor: Structural, Optical and Morphological Investigations</td>
<td>M.Gunaseelan, S. Yamini, V. Sathika</td>
</tr>
<tr>
<td>35</td>
<td>4.23</td>
<td>7329</td>
<td>Pancharatnam Berry phase in classical entangled system and its effect on the violation of Bell’s inequality</td>
<td>C. Perumangatt, S. G. Reddy, A. Aadhi, A. Anwar,</td>
</tr>
<tr>
<td>36</td>
<td>4.24</td>
<td>7341</td>
<td>Multiple-QPM Second Harmonics Generation using Phase Shifters</td>
<td>Nagarajan Asvin, Arvind Ganesh, Navin Infant Raj,</td>
</tr>
<tr>
<td>38</td>
<td>4.26</td>
<td>7350</td>
<td>Super- Gaussian dissipative soliton in higher order nonlinear medium with frequency selective feedback</td>
<td>Soumendu Jana, Shivani, Gurkirpal Singh Parmar, Baldeep Kaur</td>
</tr>
<tr>
<td>No.</td>
<td>Session</td>
<td>Code</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>---------</td>
<td>------</td>
<td>--------------------------------------------------------------------------------------------</td>
<td>--------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>39</td>
<td>4.27</td>
<td>7358</td>
<td>Engineering QPM Second Harmonic Generation Using Simulated Annealing Algorithm</td>
<td>Siva Chellappa, Shiva Prabhakar, Narayanan Balaji, Toijam Sunder Meetei</td>
</tr>
<tr>
<td>40</td>
<td>4.28</td>
<td>7360</td>
<td>Modulational instability and bright solitons in Bose-Einstein condensates with both attractive and repulsive interactions</td>
<td>R. Tamil Thiruvalluvar, S. Sabari and K. Porsezian</td>
</tr>
<tr>
<td>41</td>
<td>4.29</td>
<td>7362</td>
<td>Study of angular spectrum of spontaneous parametric down converted photons using variable size ‘perfect’ vortex beam</td>
<td>M. V. Jabir, Apurv Chaitanya N., A. Aadhi, and G. K. Samanta</td>
</tr>
<tr>
<td>42</td>
<td>4.5</td>
<td>7070</td>
<td>Modulational Instability Induced Supercontinuum generation in Exponential Saturable Nonlinear Media</td>
<td>K. Nithyanandan, K. Porsezian and Shafeequ Ali. A. K.</td>
</tr>
<tr>
<td>44</td>
<td>5.5</td>
<td>7147</td>
<td>Wetting behavior of Femtosecond laser textured Titanium Alloys</td>
<td>G. Trivedi, K. Saikia, Brijendra K. Ahirwar, Salahuddin Khan, J. Jayabalan</td>
</tr>
<tr>
<td>45</td>
<td>5.15</td>
<td>7255</td>
<td>Studies on the effect of laser parameters on pump-probe reflectivity signal using labview interface</td>
<td>Brijendra K. Ahirwar, Salahuddin Khan, J. Jayabalan</td>
</tr>
<tr>
<td>46</td>
<td>5.16</td>
<td>7265</td>
<td>Microphysical properties of tropical cirrus clouds using Laser Remote Sensing methods</td>
<td>G S Motty¹, G S Jayeshlal¹, Malladi Satyanarayana¹</td>
</tr>
<tr>
<td>47</td>
<td>5.17</td>
<td>7314</td>
<td>Multiple operation regimes in high average power all-normal dispersion Ytterbium doped fiber</td>
<td>Pradeep K Gupta, C. P. Singh, A. J. Singh, S. K. Sharma,</td>
</tr>
<tr>
<td>No.</td>
<td>Time</td>
<td>Poster ID</td>
<td>Title</td>
<td></td>
</tr>
<tr>
<td>-----</td>
<td>------</td>
<td>-----------</td>
<td>----------------------------------------------------------------------</td>
<td></td>
</tr>
<tr>
<td>48</td>
<td>5.18</td>
<td>7353</td>
<td>Design of Phase Zone Plates by Ultrafast Laser Micromachining</td>
<td></td>
</tr>
<tr>
<td>49</td>
<td>5.19</td>
<td>7363</td>
<td>Saturable absorption in topological insulator thin films using ultrafast pulsed laser</td>
<td></td>
</tr>
<tr>
<td>50</td>
<td>6.38</td>
<td>7249</td>
<td>EFFECT OF LASER PULSE SHAPING ON WELD QUALITY OF DIFFERENT METALS</td>
<td></td>
</tr>
<tr>
<td>51</td>
<td>6.39</td>
<td>7266</td>
<td>Photoconductivity studies on Poly(6-tertiary-butyl-3-phenyl-3,4-dihydro-2H-1,3-benzoxazine) sensitized with Phenyl-C61-buttyric acid methyl ester</td>
<td></td>
</tr>
<tr>
<td>52</td>
<td>6.40</td>
<td>7276</td>
<td>Finite element based heat transfer analysis of laser assisted additive manufacturing process</td>
<td></td>
</tr>
<tr>
<td>53</td>
<td>6.41</td>
<td>7281</td>
<td>Classification of Manganese doped Glasses by Laser Induced Breakdown Spectroscopy coupled with Principal Component Analysis (PCA)</td>
<td></td>
</tr>
<tr>
<td>54</td>
<td>6.42</td>
<td>7292</td>
<td>Writing with Lasers: A new technique of controlled lithography using Thermo-optically generated micro-bubbles</td>
<td></td>
</tr>
<tr>
<td>55</td>
<td>6.43</td>
<td>7305</td>
<td>Synthesis of Colloidal Copper Nanoparticles via Laser Ablation Technique</td>
<td></td>
</tr>
<tr>
<td>56</td>
<td>6.44</td>
<td>7332</td>
<td>Studies on optical properties of Au-ZnO nanocomposite structures</td>
<td></td>
</tr>
<tr>
<td>No.</td>
<td>Time</td>
<td>Paper Number</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>-------</td>
<td>--------------</td>
<td>----------------------------------------------------------------------</td>
<td>---------</td>
</tr>
<tr>
<td>57</td>
<td>6.45</td>
<td>7335</td>
<td>Optical and photo-catalytic properties of ZnO and Au-ZnO nano-composites grown by pulsed laser ablation</td>
<td>Shweta Verma*, Tirumala Rao Bitra,</td>
</tr>
<tr>
<td>58</td>
<td>6.46</td>
<td>7339</td>
<td>Effect of nanosecond pulsed laser irradiation on plasmon resonance characteristics of gold nanorods</td>
<td>Anamika Hardel, B. Tirumala Rao*,</td>
</tr>
<tr>
<td>59</td>
<td>6.47</td>
<td>7346</td>
<td>Studies on NbC thin films deposited by pulsed laser ablation</td>
<td>Rajnish Dhawan , Mohammed H. Modi ,</td>
</tr>
<tr>
<td>60</td>
<td>6.48</td>
<td>7361</td>
<td>Absorptance measurement of some common alloys/metals with different surface roughness by coherent radiation at 1064, 532 and 355 nm</td>
<td>Aniruddha Kumar, Shailini Shail, Manisha Prasad, R.B.Bhatt,</td>
</tr>
<tr>
<td>61</td>
<td>6.49</td>
<td>7369</td>
<td>Plasmon-enhanced upconversion emission in Er :Ag doped tungsten tellurite glass under 980nm excitation</td>
<td>S. K.Mahajan and J.Parashar</td>
</tr>
<tr>
<td>62</td>
<td>6.50</td>
<td>7371</td>
<td>Plasmonic metal nanoparticles synthesis in liquid media by pulsed laser irradiation of metal salts</td>
<td>Sonal Batham, Shweta Verma , B. Tirumala Rao, H. Anamika,</td>
</tr>
<tr>
<td>63</td>
<td>6.51</td>
<td>7374</td>
<td>Effect of initial nucleation on the growth direction of In$_2$O$_3$ micro/nanowires</td>
<td>R. Jangir *, Pragya Tiwari, S. K. Rai, Puspen Mondal</td>
</tr>
<tr>
<td>64</td>
<td>6.52</td>
<td>7375</td>
<td>Structural and optical properties of pulsed laser deposited epitaxial ZnO layer on GaP (111) substrate</td>
<td>S. D. Singh , A. K. Yadav, R. S. Ajimsha</td>
</tr>
<tr>
<td>65</td>
<td>6.53</td>
<td>7376</td>
<td>Efficient Room Temperature Photoluminescence from ZnO Quantum Dots</td>
<td>P. Misra, A. K. Das, M. P. Joshi,</td>
</tr>
<tr>
<td>66</td>
<td>6.54</td>
<td>7379</td>
<td>Studies on highly conducting Ga doped ZnO thin films grown by pulsed laser deposition for</td>
<td>R. S. Ajimsha , Amit. K. Das</td>
</tr>
<tr>
<td>Poster Presentation: Day-3</td>
<td>Title</td>
<td>Authors</td>
<td></td>
<td></td>
</tr>
<tr>
<td>---------------------------</td>
<td>----------------------------------------------------------------------</td>
<td>------------------------------------------------------------------------</td>
<td></td>
<td></td>
</tr>
<tr>
<td>67</td>
<td>Pulse laser deposition of Ni\text{_0.5} Zn\text{_0.5} O for resistive memory switching application</td>
<td>V. K. Sahu, P. Misra, R. S. Ajimsha</td>
<td></td>
<td></td>
</tr>
<tr>
<td>68</td>
<td>Surface morphology and adhesion studies of pulsed laser deposited hydroxyapatite thin film coatings on SS254 stainless steel</td>
<td>A. Das, M. Shukla, N. Kumar</td>
<td></td>
<td></td>
</tr>
<tr>
<td>69</td>
<td>K-shell X-ray spectroscopy of laser produced Aluminium plasma</td>
<td>Channprit, S. Chaurasia, V. Rastogi</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>THz emission by ultra-relativistic laser (x-mode) beam filamentation in magnetized plasma</td>
<td>Monika Singh and R. P. Sharma</td>
<td></td>
<td></td>
</tr>
<tr>
<td>72</td>
<td>Simultaneous measurements of Particle Velocity using PVDF detector and Shadowgraphy technique and their comparison,</td>
<td>Atul Kumar, N. Shukla, M. P. Kamath, Y.B.S.R. Prasad</td>
<td></td>
<td></td>
</tr>
<tr>
<td>73</td>
<td>Equation of State Studies of Aluminum by simultaneous measurements of Shock velocity using indigenously developed Streak camera and Particle velocities using shadowgraphy</td>
<td>Atul Kumar, P.K. Singh, Y.B.S.R. Prasad, M. P. Kamath</td>
<td></td>
<td></td>
</tr>
<tr>
<td>74</td>
<td>Self compression and self focusing of femtosecond Gaussian laser pulse in collisionless plasma</td>
<td>Sintu Kumar and R. P. Sharma</td>
<td></td>
<td></td>
</tr>
<tr>
<td>75</td>
<td>Novel thin foil target for quasi-monoenergetic ion acceleration</td>
<td>S. Bagchi, M. Tayyab, A. Upadhyay, C. Mukharjee</td>
<td></td>
<td></td>
</tr>
<tr>
<td>No.</td>
<td>Time</td>
<td>Paper ID</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>------</td>
<td>----------</td>
<td>----------------------------------------------------------------------</td>
<td>----------------------------------------------</td>
</tr>
<tr>
<td>76</td>
<td>7.28</td>
<td>7338</td>
<td>Laser ablation depth enhancement of copper in the presence of external magnetic field</td>
<td>Kh Shantakumar Singh and Ashwini Kumar Sharma</td>
</tr>
<tr>
<td>77</td>
<td>7.29</td>
<td>7366</td>
<td>Quantum Correction on Modulational Instability in Piezoelectric Semiconductor Plasmas</td>
<td>R. Vanshpal, R. Agrawal, S. Dubey,</td>
</tr>
<tr>
<td>78</td>
<td>8.8</td>
<td>7272</td>
<td>Design feasibility studies of laser additive manufacturing nozzle for under water applications</td>
<td>C H Prem Singh*, P Bhargava,</td>
</tr>
<tr>
<td>80</td>
<td>8.10</td>
<td>7359</td>
<td>Thermal analysis of laser hybrid welding process and challenges in modeling</td>
<td>K. Pranjal, N. Yadaiah, N. Yadaiah,</td>
</tr>
<tr>
<td>81</td>
<td>8.11</td>
<td>7383</td>
<td>Influence of conventional annealing and laser annealing on the surface morphology of Ni-Ti structures developed by laser additive manufacturing</td>
<td>S. Shiva *, I.A.Palani a,b, C.P.Paul</td>
</tr>
<tr>
<td>83</td>
<td>8.13</td>
<td>7389</td>
<td>Electrical characteristics of RF excited He Ne laser in Ring laser gyro</td>
<td>T Ezhilarasi*, K R Narayanan kutty</td>
</tr>
<tr>
<td>84</td>
<td>9.32</td>
<td>7257</td>
<td>Raman Spectroscopic Study of Pb Gd (Mg x Nb y )O 3 Ceramics x x 1-3 2-3 3 3 3</td>
<td>A. Pandey, V. Sathe,</td>
</tr>
<tr>
<td>Poster No</td>
<td>Poster No Type</td>
<td>Title</td>
<td>Authors</td>
<td></td>
</tr>
<tr>
<td>-----------</td>
<td>----------------</td>
<td>-------</td>
<td>---------</td>
<td></td>
</tr>
<tr>
<td>87</td>
<td>9.34</td>
<td>Development of a broadband heterodyne-detected vibrational sum frequency generation spectroscopy (HD-VSFG) for interfacial studies</td>
<td>V. Namboodiri, Ajay K. Singh and Jahur A. Mondal</td>
<td></td>
</tr>
<tr>
<td>88</td>
<td>9.35</td>
<td>Hyperfine structure studies of $^{171}\text{Yb}$ and $^{173}\text{Yb}$ isotopes of Ytterbium Excited States in Yb/Ne Hollow Cathode Discharge</td>
<td>Pankaj Kumar,* V.K. Saini, G.S. Parbia, Om Prakia, and S.K. Dixit.</td>
<td></td>
</tr>
<tr>
<td>89</td>
<td>9.36</td>
<td>Development of Novel pulsed photoacoustic technique for Investigation of thermal stability and fingerprint spectra of energetic 1, 2, 3-triazole</td>
<td>K.S. Rao, A.K. Chaudhary,* and F. Yehya</td>
<td></td>
</tr>
<tr>
<td>90</td>
<td>9.37</td>
<td>Studies on laser cooled $^{87}\text{Rb}$ atoms trapped in a quadrupole magnetic trap</td>
<td>S. Srivastava,* S. P. Ram, S. K. Tiwari, S. R. Mishra and H. S. Rawat,</td>
<td></td>
</tr>
<tr>
<td>91</td>
<td>9.38</td>
<td>Green and red up-conversion $^{3+}\text{Er}^{3+}$ and $^{3+}\text{Yb}^{3+}$ luminescence from $\text{Lu}<em>{2}\text{Sc}</em>{3}\text{Ga}<em>{2}\text{O}</em>{12}$ nano-garnet powders</td>
<td>K. Balasubrahmanyam, R. Rajeswari, C.K. Jayasankar,</td>
<td></td>
</tr>
<tr>
<td>92</td>
<td>9.39</td>
<td>Classification of plastics using LIBS-Raman measurements coupled with chemometric techniques</td>
<td>K. S. Choudhari, K. M. Muhammed Shameem, Aseefhali Bankapur,</td>
<td></td>
</tr>
<tr>
<td>94</td>
<td>9.41</td>
<td>Frequency tripled Nd:YAG laser pumped Random lasing in ZnO and Al doped ZnO thin films fabricated via Pulsed Laser Deposition technique</td>
<td>Gyan Prakash Bharti,* and Arika Khare</td>
<td></td>
</tr>
<tr>
<td>No.</td>
<td>Time</td>
<td>Paper ID</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>-------</td>
<td>----------</td>
<td>----------------------------------------------------------------------</td>
<td>----------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>96</td>
<td>9.43</td>
<td>7354</td>
<td>A time resolved nanosecond study on polymer micro-environmental effect of 6 hydroxy 4 methyl coumarin</td>
<td>Sanjay Pant, Neetu Pandey</td>
</tr>
<tr>
<td>97</td>
<td>9.44</td>
<td>7356</td>
<td>A spectroscopic study on Dy(^{3+})-doped barium fluorophosphate glasses</td>
<td>G. Venkataiah, Jha S. Nitin, C.S. Dwaraka Viswanath, G. Devarajulu, A. K. Kar, and C. K. Jayasankar</td>
</tr>
<tr>
<td>98</td>
<td>9.45</td>
<td>7357</td>
<td>Spectroscopic investigations of (1.06) mm emission in Nd(^{3+}) doped zinc tellurite glasses</td>
<td>C. R. Kesavulu, K. Suresh, C. K. Jayasankar, and Tomaz Catunda</td>
</tr>
<tr>
<td>100</td>
<td>9</td>
<td>Th08</td>
<td>Investigation of some Semiconductors, optical Non-Linear crystals, metallic films for developing efficient Thz generation and detection devices for Spectroscopic Applications</td>
<td>Mottamchetty Venkatesh</td>
</tr>
<tr>
<td>101</td>
<td>9</td>
<td>Th20</td>
<td>Investigation of radio frequency emissions from ns &amp;ps laser induced breakdown of materials</td>
<td>Vinoth Kumar L</td>
</tr>
<tr>
<td>102</td>
<td>10.14</td>
<td>7223</td>
<td>Demonstration and characterisation of Sulphur enrichment through laser assisted aerodynamic separation process in SF(_6)-Ar binary gas mixture,</td>
<td>M. B. Sai Prasad, J. Padma Nilaya, Ayan Ghosh, A. K. Nayak, D. J. Biswas,</td>
</tr>
<tr>
<td>103</td>
<td>10.15</td>
<td>7294</td>
<td>Fluorescence based cell counting of White Blood Cells on a micro-fluidic platform</td>
<td>Asmita Malik, Rajan C., Sendhil Raj S., P. K. Gupta</td>
</tr>
<tr>
<td>No.</td>
<td>Time</td>
<td>No.</td>
<td>Title</td>
<td>Presenters</td>
</tr>
<tr>
<td>------</td>
<td>-------</td>
<td>------</td>
<td>----------------------------------------------------------------------</td>
<td>----------------------------------------------------------------------------</td>
</tr>
<tr>
<td>105</td>
<td>10.17</td>
<td>7352</td>
<td>Photophysical studies and modeling of Rhodamine B as calculated by TD DFT/PCM method</td>
<td>Jaison Peter, Mahesh Kumar, V. R. Anand, Boni Samuel, Adrine Antony Correya, M. Kailasnath, Gayathri,</td>
</tr>
<tr>
<td>106</td>
<td>10.18</td>
<td>7368</td>
<td>Investigation on Up-conversion Emission of NaYF₄:Yb,Er₄ Upconverting Nanohexagons Using Femtosecond Laser</td>
<td>Sethuraman Gayathri,</td>
</tr>
<tr>
<td>107</td>
<td>10.19</td>
<td>7390</td>
<td>Design of all-fiber laser at 1.95 μm for soft tissue surgery</td>
<td>Debasis Pal*, Ranjan Sen, Atasi Pal</td>
</tr>
<tr>
<td>108</td>
<td>10</td>
<td>Th02</td>
<td>Design and development of Confocal Microscopic Techniques and Studies on Passive Permeability of Nuclear Membranes</td>
<td>Arunkarthick S</td>
</tr>
<tr>
<td>109</td>
<td>11.9</td>
<td>7199</td>
<td>Development of Laser based Contact angle measurement Setup for Microliter droplets with Hydrophilic to Superhydrophobic Range</td>
<td>S. Tripathi *, D. D. Shinde, K. Divakar Rao and N. K. Sahoo</td>
</tr>
<tr>
<td>110</td>
<td>11.10</td>
<td>7226</td>
<td>Effect of digital filtering on speckle contrast</td>
<td>P. P. Padghan and K. M. Alti*</td>
</tr>
<tr>
<td>111</td>
<td>11.11</td>
<td>7351</td>
<td>Nearly periodic fluctuations in static speckle pattern</td>
<td>P. P. Padghan and K. M. Alti*</td>
</tr>
<tr>
<td>112</td>
<td>11.12</td>
<td>7377</td>
<td>Short Distance Terahertz Communication Demonstration Using Photonic Components</td>
<td>Basil A. M., Kshitij M., Archana Hegde, N. Shinde, A. Bhatnagar*</td>
</tr>
<tr>
<td>No.</td>
<td>Session</td>
<td>Time</td>
<td>Paper Title</td>
<td>Authors</td>
</tr>
<tr>
<td>-----</td>
<td>---------</td>
<td>-------</td>
<td>------------------------------------------------------------------------------</td>
<td>------------------------------------------------------------------------</td>
</tr>
<tr>
<td>113</td>
<td>12.13</td>
<td>7304</td>
<td>HIGH VOLTAGE CAPACITOR BANK POWER SUPPLY HARDWARE EMULATOR USING MICROCONTROLLER</td>
<td>Raghav Ojha*, P.P. Deshpande</td>
</tr>
<tr>
<td>114</td>
<td>12.14</td>
<td>7308</td>
<td>Versatile Motion Control Systems for Scientific Experiments</td>
<td>Anand Valecha, M.A. Ansari, P.P. Deshpande, V.P. Bhanage</td>
</tr>
<tr>
<td>115</td>
<td>12.15</td>
<td>7315</td>
<td>High voltage pulsed power conditioning system for an ultra-compact soft x-ray laser</td>
<td>S. Nigam*, K. Aneesh, M. L. Sharma, S. Barnwal</td>
</tr>
<tr>
<td>116</td>
<td>12.16</td>
<td>7320</td>
<td>FPGA-Based Real Time Temperature Monitoring System for Biomedical Instrumentation Applications</td>
<td>K. M. Khare, Shrutika Tiwari, Beena Jain, P. K. Gupta</td>
</tr>
<tr>
<td>118</td>
<td>12.18</td>
<td>7381</td>
<td>Automation of Photoconductivity Experimental Setup using LabVIEW</td>
<td>M. O. Ittoop, S. Raj Mohan, A. Verma, M. P. Joshi</td>
</tr>
<tr>
<td>119</td>
<td>12.19</td>
<td>7386</td>
<td>Development and Synchronization of two Trigger generator units for excimer laser system modules.</td>
<td>N. K. Varshnay, N.S. Benerji</td>
</tr>
</tbody>
</table>